









SECTION 11454









BUILT-IN IRONING BOARDS

PART 1 GENERAL

1.01 SUMMARY

A.
Work under this section consists of the furnishing of all labor, materials, equipment, and services necessary for, and incidental to, the complete and proper installation of all built-in and surface mounted ironing board and related work as shown on the drawings or specified herein, and in accordance with all applicable requirements of the contract documents.

B.
Conform to the applicable building code requirements of all authorities having jurisdiction.

1.02 RELATED SECTIONS

A.
Section 06200 Finish Carpentry

B.
Section 09900 Painting.

C.
Section 16050 Basic Electrical Materials and Methods.

1.03 REFERENCES

A. Underwriters Laboratories

1. Complete ironing board assembly is UL listed.

B. Canadian Standards Association

1. Complete ironing board assembly is CSA listed.

C. American Wood Association

D.
American Society for Testing Materials

1.04 SUBMITTALS

A.
Manufacturer’s Data: Include construction details, material descriptions and thickness, dimensions, profiles, fastening and mounting methods, and specified options for each type of unit specified.

B.
Shop Drawings: Submit shop drawings indicating sizes, dimensions, trim, hardware, and installation details.

C.
Samples: Submit sample of door material for verification if required.

1.05 QUALITY ASSURANCE

A. Manufacturer named in Part 2 is ISO 9001 Registered.

B. Products and manufacturer named in Part 2 establish requirements for product quality in terms of appearance, construction, and performance

1.06 DELIVERY, STORAGE AND HANDLING

A. Protect ironing board from excessive moisture when shipping, storing, and handling. Deliver and store ironing board in the manufacturer’s original protective packaging. Store ironing board flat on a level surface in a dry well ventilated building. Do not deliver ironing board to building until wet-work has been completed and cured to a condition of equilibrium.

1.07 PROJECT CONDITIONS

A.
Do not install ironing board until construction in spaces is complete and ambient temperature and humidity conditions are maintained at the levels indicated for project when occupied for its intended use.

1.08 SEQUENCING AND SCHEDULING

A.
Sequence and coordinate installation of ironing board with work in other sections that would interfere with efficient ironing board installation.

******************************************************************

NOTICE TO SPECIFIER: Rough-in Kit

A rough-in kit can be installed before delivery of ironing board. The kit is used in lieu of ironing board until space is ready for actual ironing board.

******************************************************************

Part 2 Products

2.01 ACCEPTABLE MANUFACTURER

A.
IRON-A-WAY Inc 220 West Jackson, Morton, Illinois 61550-1588. Telephone: (309) 266-7232. Fax: (309) 266-5088. E-mail: ironaway@ironaway.com. Website: www.ironaway.com.

B.
Requests for substitutions will be considered in accordance with provisions of section 01600

C.
Substitutions: not permitted

2.02 MANUFACTURED PRODUCTS

A.
Model E-342 Swivel

1.
Overall dimensions are 47-7/8” x 15” x 7-7/8”. Door swing requires a minimum of 16” to side of cabinet. The cabinet is hardwood with the interior surfaces finished in cool gray. Mounting requires wall studs positioned 16” on center. Electrical system includes illuminated rocker switch, auto-disconnect switch, and appliance outlet. Electrical requirements are 115/120 volts, 15 amperes service. Ironing board is 42” long made from 22 gauge ventilated steel with 4” of vertical adjustment. Ironing board can swivel 90 degrees to left or right. Unit has hot iron storage compartment, garment hook, additional storage shelf, ironing board cover and pad. A spotlight (less bulb) and sleeveboard are optional.

******************************************************************

NOTE TO SPECIFIER: Select one mounting type

******************************************************************

A.
Recessed mounting requires a wall cavity free of obstructions 47-1/8” x 14-1/4” x 3-7/8”. Unit will extend approximately 4” into room after installation.

B.
Surface mounted unit will extend approximately 7-7/8” into room after installation.

******************************************************************

NOTE TO SPECIFIER: Select door material

******************************************************************

A. Birch veneer (exterior surface veneer is single piece).

B. Oak raised panel (rails are 3.25” wide).

C. Maple raised panel (rails are 3.25” wide).

D. Pine raised panel (rails are 3.25” wide).

E. White raised panel.

F. Mirrored plate glass.

G. Melamine white

H. No door 

******************************************************************

NOTE TO SPECIFIER: Select door hinge location; standard is right side of cabinet.

******************************************************************

A.
The full-length piano hinge is located on the right side of cabinet.

B.
The full-length piano hinge is located on the left side of cabinet.

PART 3 EXECUTION

3.01 EXAMINATION

A. Examine substrates and cleats for compliance with requirements for installation tolerances. Do not begin installation until unsatisfactory conditions have been corrected

B
Construction tolerances are plus or minus 1/16” variation from plumb and level.

3.02 INSTALLATION

A.
Comply with manufacturer’s installation instructions. Install ironing board rigid, straight, plumb, and level.

B. Secure ironing board in position with anchoring devices provided by manufacturer.

C. Test on-off timer for proper operation.

D. Test electrical disconnect safety switch for proper operation.

E. Adjust unit so that door will swing and latch properly.
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